
0,5m + 73dm + 150 000mm =  15 780 cm 

153dm + 2 540cm + 10 000 mm = 50,7 m 

0,01t + 15q + 1 050 000g = 2 560 kg 

2,005t + 0,05q + 5 850kg = 7 860 000 g 

30hl + 250dm3 + 0,06m3 = 3 310 l 

1,035m3 + 7 500 000cm3 + 2 000l = 105,35 hl 

1234dm3 + 8 005 000ml + 1 995 000cm3 = 11 234 l 

15405m = 15,405 km   0,854dm = 85,4 mm 

0,0255t=25,5 kg    99999mg = 0,099 999 kg 

13,05hl = 1 305 dm3   200505cm3 =200,505 l 

2m 3dm 105cm = 335 cm 

32m 7777cm = 1 097,7 dm 

2t 19000g = 2 019 kg 

0,5t 37q 10000kg = 142 q 

5hl 1000000ml = 1 500 dm3 

4,2 t = 4200  kg      73,1 g = 73100 mg   370 mg = 0,37 g  

20 kg = 20000 g   1,7 kg = 1700 g         1320 kg = 1,32 t   

56,2 kg = 0,0562 t  300 g = 0,3   kg  1,005 t = 10050g 

1t 25kg = 1025 kg  5895 kg = 5,895 t   276 mg = 0,0076kg 

12345 g = 12,345kg 12,05 g = 12050 mg  0,10508 t = 1008 kg 

3210q = 321 000 kg 0,00987t = 9 870 g  20,005mg = 0,020 005 g 

530,035g = 0,530 035 kg  0,00025t = 0,25 kg  7654,32kg = 76,5432 q 

1,7 m3 = 1 700 dm3  0,29 m3 = 290 l     3,9 m3 = 3 900 000 cm3 

12,3 cm3 = 0, 0123 dm3 2,91dm3 = 2 910 000 mm3       360 mm3 = 0,000 36 dm3     

3,5m3 2452dm3 123456ml = 60, 75456 hl 

 


